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FINE spol. s r.o.
Závěrka 12,Praha 6,169 00 Log of Well HPW 401

Project: Apartment building "Moonlighting" - Geological survey
Project ID: AA_0014 - 2019 Annex no.: B/1 Drilling equipment: ROTAMEC
Location: Prague Overall depth: 17,00 m Borehole position:
Date start: 19.02.2018 Foreman: Bill New Ground water table: Coordinate X: 1039742,80
Date end: 19.02.2018 Documented: John Young GWT bored: 6,00 m Coordinate Y: 745182,14
Scale: one page GWT steady: 6,80 m Coordinate Z: 214,57 m
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Concrete

Clay
Cement fill

Sand

PVC-U, 125/5,5
unperf.

Gravel 4-8

PVC-U, 125/5,5
perf. 10%

PVC-U, 125/5,5
unperf.

Sediment
sump/1,00m

V-01U

V-02T

6,00

6,80

V-03U

0,00 - 2,10

2,10 - 4,60

4,60 - 17,00

Made Ground: Sandy silt, yellow,
loose, with pieces of concrete and
rock.

Shale, fully weathered: residual soil,
clay character with small particles of
shale up to 5 mm, gravel parts are
weathered, grey

Shale, weathered: in borehole core
small planes, gently inclines, parts
10-50 mm, weak strength, micas and
limonite on foliation planes,
brown/rust
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Key:
GWT bored
GWT steady

full chemical analysisU
heavy metalsT


